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Senator 4:1 (FT-14)
Bare Pump
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The USDA-approved FT-14 is a quick knock down pump
constructed of 316 SST with a 2 in (50.8 mm) Tri-Clamp 
outlet. It can be fit into open-head drums or directly inserted
into a 4.5 in (114 mm) closed-head drum bung. The FT-14 
is an on-demand pump; by closing the outlet or dispense
valve, the pump will stop until flow is again required.

Features and Benefits
• Maximum flow 23 gpm (87 lpm)

• Maximum pressure 400 psi (28 bar; 2.8 MPa)

• Available in double-ball and priming piston designs

Typical Application
• Fluid transfer and supply of low to medium viscosity fluids

Typical Fluids Handled
• Concentrated fruit juice • Jam and jelly

• Tomato paste /pizza sauce • Icing

• Mascara base • Corn syrup
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Technical Specifications
Fluid to air pressure ratio  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4:1

Maximum fluid pressure  . . . . . . . . . . . . . . . . . . . 400 psi (28 bar; 2.8 MPa)

Maximum fluid flow at 100 cpm  . . . . . . . . . . . . . . . . . . . .23 gpm (87 lpm)

Maximum fluid flow at 60 cpm  . . . . . . . . . . . . . . . . . . . . .14 gpm (53 lpm)

Volume per cycle  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.23 gal (0.87 liter)

Maximum operating temperature  . . . . . . . . . . . . . . . . . . . . . . . 160 ˚F (71 ˚C) 

Maximum size pumpable solids  . . . . . . . . . . . . . . . . . . . . 0.25 in (0.64 cm)  

Maximum air input pressure  . . . . . . . . . . . . . . . . . .100 psi (7 bar; 0.7 MPa)

Air inlet size  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3 /4 npsm(f)

Fluid outlet size . . . . . . . . . . . . . . . . . . . . . . . . . . . .2 in (50.8 mm) Tri-Clamp

Instruction manual  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 308076
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Ordering Information
Part Pump Pump Length Pump Inlet 
Number Type Description Type Packings Weight

948292 Double Ball Drum Length 4 "  (10.2 cm) Slotted Buna, PTFE, UHMWPE 127 lb (57.6 kg)

948649 Double Ball Stubby 4 "  (10.2 cm) Slotted Buna, PTFE, UHMWPE 95 lb (43.0 kg)
(Ram Package)

570019 Priming Piston Drum Length 4 "  (10.2 cm) Priming Piston Buna, PTFE, UHMWPE 95 lb (43.0 kg)
(Ram Package)

949080 Double Ball Stubby 90 degree elbow, Buna, PTFE, UHMWPE 83 lb (37.6 kg)
(CIP capable) 3 "  (7.6 cm) Clamp

949704 Double Ball Drum Length 4 "  (10.2 cm) Clamp Buna, PTFE, UHMWPE 86 lb (39.0 kg)
(BES mount)

Dimensions
Overall Air Motor Air Motor Inlet to

Part Number Length (A) Height (B) Base (C) Outlet (D)

948292 68.4 in 21.4 in 47.0 in 36.8 in
(173.7 cm) (54.3 cm) (119.3 cm) (93.4 cm)

948649 52.4 in 21.4 in 31.0 in 20.8 in
(133.0 cm) (54.3 cm) (78.7 cm) (52.8 cm)

570019 51.3 in 21.4 in 29.9 in 18.8 in
(130.3 cm) (54.3 cm) (75.9 cm) (47.7 cm)

949080 54.9 in 21.4 in 29.9 in 18.8 in
(139.4 cm) (54.3 cm) (75.9 cm) (47.7 cm)

949704 50.1 in 21.4 in 29.9 in 18.8 in
(127.3 cm) (54.3 cm) (75.9 cm) (47.7 cm)


