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Bulldog 10:1
Bare Pump
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This USDA-approved pump features 303 stainless steel 
wetted construction and can be fitted with the optional 
Adjust-A-Stroke® air motor to provide accurate volumetric
metering to ±2%. The Bulldog 10:1 is ideal for materials 
up to 1,000,000 cps, which have poor flow characteristics
and usually require ram pressure to level the product and
feed the pump inlet.

Features and Benefits
• Delivery up to 8 gpm (31 lpm)

• Fluid outlet pressures up to 1000 psi (70 bar; 7 MPa)

• 303 stainless steel wetted construction

Typical Application
• Fluid transfer and supply of high viscosity non-flowable fluids

Typical Fluids Handled
• Peanut butter

• Ricotta cheese

• Cream candy filling

• Moist pet food
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Bulldog 10:1
Ordering Information

B

D

A

C

Technical Specifications
Fluid to air pressure ratio  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10:1

Maximum fluid pressure  . . . . . . . . . . . . . . . . . . . . 1000 psi (70 bar; 7 MPa)

Maximum fluid flow at 100 cpm . . . . . . . . . . . . . . . . . 13.3 gpm (50.3 lpm)

Maximum fluid flow at 60 cpm  . . . . . . . . . . . . . . . . . . . . . . 8 gpm (31 lpm)

Volume per cycle  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.14 gal (0.54 liter) 

Maximum air input pressure  . . . . . . . . . . . . . . . . . 100 psi (7 bar; 0.7 MPa)

Maximum operating temperature  . . . . . . . . . . . . . . . . . . . . . . . 160ºF (71ºC)

Maximum size pumpable solids  . . . . . . . . . . . . . . . . . . . . 0.25 in (0.64 cm)

Air inlet size  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3 /4 npsm(f)

Fluid inlet size  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 in (10.2 cm) 

Fluid outlet size  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1-1 /2 npt(f)

Weight  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 101 lb (46 kg)  

Wetted parts  . . . . . . . . . . . . . . . . . . . . . SST, PTFE, UHMWPE, Acetal, Delrin®

Instruction manual  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 306916  
Delrin® is a registered trademarks of DuPont.

Ordering Information
Part Pump Pump Length Pump Inlet 
Number Type Description Type Packings Weight

949444 Priming Piston Drum Length 4 "  (10.2 cm) Priming Piston PTFE and UHMWPE 95 lb
(Ram Package) (43 kg)

Dimensions
Overall Air Motor Air Motor Inlet to

Part Number Length (A) Height (B) Base (C) Outlet (D)

949444 47 in 21.25 in 25.8 in 17.5 in
(119.3 cm) (53.9 cm) (65.5 cm) (44.4 cm)


